




Care and
Maintenance
For Outdoor
Products

Do not 
exceed 1,200 
PSI when 
washing with 
a pressure 
washer

	 9. �Lift and carry equipment for placement on the track and field surface. Never drag over the  

track surface.

10. �Try to provide even wear on each lane by alternating lanes for daily practice (starts, hurdles, 

distance work, etc.). Keep an alert eye out for individuals intentionally damaging the surface  

with spikes, vandalism, etc.

11. �On extremely hot days, care must be taken with all objects and equipment that are placed on the 

track with heavy point loads that could cause a depression in the asphalt sub-base.

12. �Once a year or as necessary, the track surface should be washed with a pressure washer. Spot clean 

any stains with an approved neutral cleaner. Recommended pressure of 800 - 1,200 PSI. Do not 

exceed 1,200 PSI when washing and do not hold the wand any closer than 12”. Beynon Sports 

Surfaces, Inc. must be consulted before the initial cleaning.

13. �Posted signs can be helpful such as those that designate the following:  

		  No wheeled vehicles or pets allowed on track.  

		  Joggers – Please use outside 3 lanes only.

14. �Water used for irrigation that could come in contact with the track surface should be filtered or 

potable water to protect against potential iron stains.

These suggestions will aid you in extending the life of your track and its appearance. Your track is tough 

and can withstand hard use; but please, always exercise common sense and your best judgement.

If you have any questions, please contact Beynon Sports Surfaces at 1-888-240-3670.
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